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TECHNICAL DETAILS

FULL-COLOR SERIES BS-TYPE, A-TYPE

Accessories - Telephone

FULL-COLOR
Series
WNTG15649
WNG6802W-P
WNGP4529940

WNTG15649 WNTG15649 WNTG15649
WNB7801 WNB7802 WNG6801W-P
WNBP4519940 WNBP4529940 WNGP4519940
Technical Specifications
P> Connector Type
Miniature Modular Jack, é position with 4-contacts, specified in TIA-1096-A (Previously in FCC part 68)
P> Terminal
Quick Connect Terminal (Screwless Terminal)
P> Applicable Wire

Paired quad-type PVC indoor cable : Core wire to be 0.4 mm, 0.5 mm, 0.65 mm, in diameter

(solid copper only)

2-pair Business-phone indoor cable : Core wire to be 0.4 mm, 0.5 mm, 0.65 mm, in diameter

(solid copper only)

Features

O Quick Connect Terminal increases connection reliability.

O Quick Connect Terminal for easy connection.

*BS-TYPE : M3.5 mounting screws included.



FULL-COLOR SERIES BS-TYPE, A-TYPE FULL-COLOR

Series

Category 5e , Category 6 Category 5e Category 6
NR3160-8 NR3170-8 NR3160-8 NR3170-8
WNB7801 WNB7801 WNG6801W-P WNG6801W-P
WNBP4519980 WNBP4519680 WNGP4519980 WNGP4519680

Technical Specifications
P> Connector Type

“8-way unshielded fixed connector (miniature 8-position modular jack)” specified in IEC 60603-7
P> Terminal

IDC connection
P> Applicable Cable

NR3160-8 : 4-pair UTP cable, Category 5e

Conductor : solid copper wire, 22 AWG - 24 AWG (diameter : 0.5 mm - 0.65 mm)]
s or stranded copper wire, 24 AWG
NR3170-8 : 4-pair UTP cable, Category 6
Conductor : solid copper wire, 22 AWG - 24 AWG (diameter : 0.5 mm - 0.65 mm)]

Features

Hl 1t's not necessary to use special wiring tool. H No need to untwist the wires. Pin/Pair assignment
2'Way Connection T568A T568B (Optionnal)
Pair2 Pair3

Pair 3:Pair 1 Pair 4 Pair 2:Pair 1; Pair 4

T T LIl T T LIl
12345678 12345678
. Pin No.
i Pair | Color "5gea | To68B
Wiring tool Projection between the slots 1 W/BL 5 5
(D.Impact tool) . . . BL 4 4
No need to untwist the wires to setting on the slots. W/0 3 1
Cut the excess wires with Excess wires can be cut with Minimum untwisting retains uniform installation z 0 3 2
nippers after connection the blade edge of the tool quality and transmission performance. 3 W/G 1 3
G 2 6
4 W/BR 7 7
BR 8 8
54 Category 5e, Category 6 .50 {4 Category 5e Category 6

60.3
86

*BS-TYPE : M3.5 mounting screws included.



TECHNICAL DETAILS

FULL-COLOR SERIES BS-TYPE, A-TYPE FULL-COLOR
Series

Others

4G Switch Technical Specifications

»> Standards P Terminal
Comply with BS3676 : 1989 Screw Terminal
=T = P> Rating » Applicable Wire
;u 1;1 u B 15AX 250V~ 1.5 mm? - 3.5 mm?
» Ambient Temperature 14 AWG - 12 AWG
-10°C — +40°C P Terminal Capacity
k P> Representative Performance 1.5mm? x 1
WNBP5140630 -Electric strength 3.5mm? x 1
2,000V 1 min 14 AWG x 1
‘Operation test 12AWG x 1
140,000 Operations
‘Temperature rise *Supply terminal has 2 terminal holes.

: Test current 20A (2.5 mm?)
Not more than 45K (Terminals)

Intermediate Switch RIS IS LlE T

»> Standards P> Terminal
Comply with IEC60669-1 Screw Terminal
»> Rating » Applicable Wire
D 10A 250V~ 1.5 mm? - 3.5 mm?
» Ambient Temperature 14 AWG - 12 AWG
-10°C — +40°C P Terminal Capacity
P> Representative Performance 1.5mm? x 1
WNBP5513630 ‘Electric strength 3.5mm? x 1
2,000V 1 min 14 AWG x 1
‘Operation test 12AWG x 1

140,000 Operations
‘Temperature rise
: Test current 13.5A (2.5 mm?)
Not more than 45K (Terminals)

Push Button Technical Specifications

»> Standards P Terminal
Comply with IEC60669-1 Screw Terminal

—_— — P Ratin
‘ I 9
D 2 10A 300V

» Ambient Temperature

» Applicable Wire
0.75 mm? - 2 mm?
P> Terminal Capacity

-10°C — +40°C 0.75 mm? x 1

WNBP5113650 WNBP5113660 PRepres_entative Performance 1 mm? x 1
-Electric strength 1.5mm? x 1

2,000V 1 min 2mm?  x 1

‘Operation test 16 AWG  x 1

140,000 Operations 14 AWG  x 1

‘Temperature rise
: Test current 13.5A (2.5 mm?)
Not more than 45K (Terminals)



36 Wire Grounding Socket

P> Standards P> Terminal
Comply with IEC60884-1 Screw Terminal
— - - P> Rating »> Applicable Wire
[y M M 15A 127V~ 1.5 mm? - 3.5 mm?
P Ambient Temperature 14 AWG - 12 AWG
-10°C — +40°C P> Terminal Capacity
P> Representative Performance 1.5mm? x 1
WNBP1619600 WNBP1629600 ‘Electric strength 35mm? x 1
2,000V 1 min 14 AWG x 1
‘Operation test 12AWG x 1

5,000 times (10,000 movements)
‘Temperature rise
: Test current 15A (2.5 mm?)
Not more than 45K (Terminals)

Universal Socket

P> Standards P> Terminal
Comply with IEC60884-1 Screw Terminal
P> Rating »> Applicable Wire
E 16A 250V~ 1.5 mm? - 3.5 mm?
P Ambient Temperature 14 AWG - 12 AWG
-10°C — +40°C P> Terminal Capacity
P> Representative Performance 1.5mm? x 1
WNBP1914610 ‘Electric strength 2.5mm? x 1
£2,000V 1 min 14 AWG x 1
‘Operation test 12AWG x 1

:5,000 times (10,000 movements)
‘Temperature rise
: Test current 22A (2.5 mm?)
Not more than 45K (Terminals)

15A 3Pin Socket

P> Standards P> Terminal
Comply with BS546 Screw Terminal
PY D P> Rating p> Applicable Wire
J { 15A 250V~ 2.5 mm? - 4 mm? (L,N terminal)
e e » Ambient Temperature 1.5 mm?- 4 mm? (E terminal)
-10°C — +40°C P> Terminal Capacity
WW PRepregentative Performance 1.5mm? x 3
‘Electric strength 2.5mm? x 3
£1,500V 1 min Lmm? x 2

‘Operation test
15,000 times (30,000 movements)
‘Temperature rise
: Test current 15A (2.5 mm?)
Not more than 35K (Terminals)



